
For Brix                                                    

Model Range Min.Div. Accuracy Remark 

RPB-32 Brix: 0-32% Brix: 0.2% Brix: ±0.20%   

                                           

For Salinity                                              

Model Range Min.Div. Accuracy Remark 

RPS-10 

Salinity: 0-100‰ 

Gravity: 

1.000-1.070  

Salinity: 1‰ 

Gravity: 0.001 

Salinity: ±0.001 

Specific gravity: 

±0.001  

  

RPS-28 Salinity: 0-28% Salinity: 0.2% Salinity: ±0.2%   

                                           

For Battery/Antifreeze/Cleaning Fluid           

Model Range Min.Div. Accuracy Remark 

RPA-100 

Ethylene Glycol: -84° 

F-32°F 

Propylene Glycol:-60° 

F-32°F 

Battery: 1.100-1.400sg 

Ethylene 

Glycol: 

5°F 

Propylene 

Glycol: 

5°F 

Battery: 

0.01sg 

Ethylene Glycol: 

±5° F 

Propylene Glycol: 

±5° F 

Battery: ±0.01sg 

  

RPA-200 

Ethylene Glycol:-60°C-0°C 

Propylene 

Glycol:-50°C-0°C 

Battery:1.100-1.400sg 

Ethylene 

Glycol:5°C

Propylene 

Glycol: 

5°C 

Battery: 

0.01sg 

Ethylene Glycol: 

±5°C 

Propylene Glycol: 

±5°C 

Battery: ±0.01sg 

  

RPA-503C 

Battery: 1.100-1.400sg 

Ethylene Glycol: -50°C-0°C

Propylene Glycol: 

-50°C-0°C 

Cleaner: -40°C-0°C 

Battery: 

0.01sg 

Ethylene 

Glycol:5°C

Propylene 

Glycol: 

5°C 

Cleaner: 

5°C 

Battery: ±0.01sg 

Ethylene Glycol: 

±5°C 

Propylene Glycol: 

±5°C 

Cleaner: ±5°C 

  

 


