
(USA) (GB) OPERATING INSTRUCTIONS 

ZX3400 口
Hot Air Blower 

Read opera• ingins• ruc• ions carefullγbefore 
use and keep i• for fur• her reference. 

APPLICATION 

• Welding of •hermoplas• ic materialsαs wellαs single-plγflexible plas↑icsαnd 
modified bi•umen in the form of boαrds，↑ubes ， profiles, lining membrαnes ， 
coα↑ed materials, films , foαms，↑iles ， αnd sheets. The following procedures 
αre possible: overlαp welding , welding with rod , with tape, bu•• welding 
αnd mel• welding 

• Heating-up for forming , bendingαnd sealing of •hermoplas• ic semi­
finished ma↑eriαIsαnd plas↑icgrαnules 

• Drying of water-dαmp surfαces 
• Shrinking of heat-shrink sleeves, films, tapes, solder sleeves, pre formdαnd 

moulded pαrts 
• Soldering of copper pipes, solder jointsαnd me↑α1 foils 
• Defrosting of frozen wα↑er pipes 
• Activating/dissolving of solven• free adhesivesαnd fusion αdhesives 
• Igniting of wood shαvings ， pαper， coα1 or s•raw in furnαces 
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WARNING 

Danger to life when opening the tool ， αs live compo­
nen↑sαnd connec↑ionsαr exposed. Unplug •he •001 
before opening i•. 

Incorrec• use of ho↑ αir blowers cαn cαuse fire and 
explosion hαza时， espec ia lIy neαrcombus↑ible materials 
αnd explosive gαses. 

Do no•• ouch •he elemen↑ housingαnd nozzle when 
↑heyαre ho↑ αs ↑hey cαncαuse burns. Le•• he •001 cool 
down. Do no↑ poin↑ ho↑ αir flow in the direc• ion of 
people orαnimαIs. 

CAUTION 

APPROVAL MARKS 

丁he voltage rating s↑α↑ed on the tool mus• correspond to 
•he linejmains vol↑αge. 

For personα1 pro•ection on building si•es we s•rongly 
recommend the tool be connec•ed toαGFCI (Ground 
Fαul↑ Circui↑ In↑errup↑er) orαRCCB (Residuα1 Curren• 
Circui↑ Breαker) . 

丁he tool mus• be opera•ed with supervision. Heα↑h 

cαnreαch combus• ible materials, which αre ou• of sigh•. 

Pro•ect •001 from dα町、p and wet. 

TECHNICAL DATA Electrical safety: 口 DOUBLE INSULATED 

Voltαge V- 220/ 230, for 50/60 Hz 

3400 
20 - 700, infini•ely con•rolled 

max.230 

3000 (30 mbar) after abou• 24 h operating time 

1, 4 wi• h 3m cord 

o 100 x 330 Handle 0 56 

Power consumption W 

Temperαture oc 
Air flow Ifmin. 
Ai r pressu re 

Weight 

Size 
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USAGE 

Description of the tool 

8 7 
J 

ZX3400 

2 3 1 5 

1. Power cord 6. Rubber s•and 
2. Main swi•ch 7. Adap•er • ube 
3. PO•entiometer for 8. Nozzle 

•emperature a djus•ment 
4. Handle 
5. Air f il•er 

Reαdiness for working 

• Fi↑ αppropriate nozzle as required. 
• Connec•• 001 •o the linej mains. 
• Adjus•• he hot air •emperature bγusing the potentiometer (3). 

• Switch on main switch (2) and heat up the tool for approximate lγ5 minutes. 

Operαtion 

• Advice in a ll areas of applica• ion (see page 1). 

• Cool down •he • 001 af•er use. 
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VERSIONS 

push-fit nozzles 

ACCESSORIES 

• Use our accessories onlγ. 

MAINTENANCE 

• Clean pollutedαir filter (5) with a small brush or replαce i•. 

• Clean welding nozzle with a s•eel brush. 

SERVICE AND REPAIRS 

• By minimal length of the carbon-brushes the motor swi•ch off automaticaly. 
Tool have to checked bγyour Service Cen•er. The life of •he brushes are about 
1600 running hours of •he welding tool's motor. 

GUARANTEE AND LIABILlTY 

• Guaran•ee and liabili↑γare in accordance with the guaran•ee cer•ifica•e as well 
。s with the curren↑|γvalid general business and sales conditions. 

Technical dataαnd specifications are subject to change without prior notice. 

Yourαufhorised Service Cenfre is: 
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Tel.+8621 2281 0889 Fax.+8621 2281 6889 
http://www.heatfounder.com E-mail: info@heatfounder.com 
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