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Engine Vanmar 4TNVSGZSLK | Electrical HYDRAULIC EXCAVATOR
Rated Power 463KW (621p) 12200 rpm  Batteries 12 vl Yanmar Engine
Cylnders N ecezay w0an Ergonomic Cab
Displacement 33L(02cui) Atemator Rating 40A EasylMalitsnancs
Non-Road Emission Standard  EPA Tier 3/EU Stage A Work Lights 3
Powertrain Undercarriage
Maximum Travel Speed Shoes,Triple Semi-Grousers(each side) 3
Low 25 kmih (16 mph)  Shoe width, Triple grouser 400 mm (161n)
High 5kmih (3.1 mph) Optonal, 500 mm (201n.)
Drawbar Pull 56.3 KN (13,106 1bf) Opional, 600 mm (24 in)
Hydraulics Open center, Load sensing | Bottom rollers 1
Main Pumps Variable-displacement pump  Top rolers 5
Maximum Rated Flow 1662 Lim (413gpm) | Ground Pressures 32kPa (4.6 psi)
Pilot Pump Swing Speed 1 pm
Pressure Setting 3700 kPa (537 psi) | Refill Capacities.
System Operating Pressure Fule Tank 951 (25 gal)
Implement 24500 kPa (3653 psi)  Cooling System 161L (4 gal)
Travel 24500 kPa (3553 psi)  Engine Oil with Fiter 105L (3 gal)
Swing 24500 kPa (3553 psi)  Hydraulic Tank 1151 (30 gal)
Controls Pt levers, shortstroke, low-effort hycraulic  Gearbox
pilot controls with shutofflever  Swing 121 (03 gal)
Cylinders Travel (each) 1L(03gal)
Boom (BorexSiroke) 120 % 662mm (4.7x26.1in) | Operating Weight 6050 kg (13338 Ib)
Am (BorexStroke ) 90% 750 mm (35 % 29.51n) = p——
Bucket (BorexStroke ) 85x 613 mm (33 x24.1n.) \
Breakout force 7
Am breakout force (1SO) 31.4KN(7,059 Ibf) | e | = OPERATING WEIGHT: 6,050 kg (13,338 Ib.)
Bucket breakout force (1SO) 44.8KN(10,071 1)
= ENGINE POWER: 46.3 KW (62 hp) 12,200 rpm
= BUCKET CAPACITY: 0.25m* (0.33 cuyd.)

= MAXIMUM TRAVEL SPEED: 5.0 km/h (3.1 mph)
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T HYDRAULIC EXCAVATOR
Operating Weight (ke) 6050
Engine Power (kW/rpm) 43.3/2400 Original Yammar Engine
Standard Bucket Capacity (m’) 025 High Speed Working Earf; ;'n:mc,:::.;:
Standard Bucket Width (with side cutters) (mm) 700 e S e A Reenrin sous o
Eerlormueg i of o o 1, rrs ey
Travel Speed (Low/High) (knvh) 2550 ncening e s g
Swing Speed (rpm) n
Ground Pressure (kPa) 2
Gradeability () 35
Maximum Arm Crowd Fore (kN) 28
Masimum Bucket Digging Force (kN) 40 LUDV Systom Engine Management

= Lo ndopodnt S dsirutn sy poidos
Equipments recise control of muiway valves for prece
Engine Model Yanmar 4TNV94L-PLY e e e
Disolacesnet (T) 05 i o i G
Swing Device Driving Type Hydraulic Drive
Travel Device Driving Type Hydraulic Drive
Brake Type Hydraulic Lock
Standard Track Shoe Type Triple Grouser Shoes e Ve Srasies
“Track Adjustment Device Grease Tension it ppcton e doon o
Hydraulic Pump Type Variable Piston Pump Eeskovough o0 sty podormancs and
Maximum Sctting Pressure  Traveling (MPa) 275 T

Working (MPa) 245

Implement
Boom Length (im) 3000
Am Length (mm) 1550 New Safety Standard
e R ) R937 ngtov o oo 1 cpariny e 03
RENCapacity 3 Esonomiaanmng o e
Fuel (diesel) (L) %0

Hydraulic oil (Refilling) (L) 11s = OPERATING WEIGHT: 6050 kg
Battery Capacity 85AH
= ENGINE POWER: 43.3 KW/2400rpm

Load Right m = BUCKET CAPACITY: 0.25m®
Load More = TRAVEL SPEED: 2.6/5.0kmih




