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Specifications
Description All-IN-ONE Data collecting terminal

Internal product name X10 PRO

Basic information Item

Operating system Windows CE 6.0

Communication/system

CDMA CDMA2000 EVDO Rev. A 800MHz/1900MHz

GSM/GPRS/EDGE GSM Quad-band 850/900/1800/1900MHz, GPRS, EDGE, WCDMA

WCDMA UMTS850/1900/2100, 3.6M bps HSDPA

Size (mm) 87(W)*218(H)*56(D)mm

Weight (g) 180 g

Display 3.5" QVGA 260k color TFT LCD

Touch panel Yes

Keypad 12 Numeric keys, Power, Mode, Enter,
Back Space, TAB Functional keys, Up,
Down, Printer, Scanner Reset.

Camera 3.0 Mega Pixel With LED Flash Lamp

Bluetooth Bluetooth 2.0 + EDR

GPS SiRF SiRF StarIV or U-blox

WiFi 802.11b/g

USB USB Full speed, charging/sync/earphone

Battery capacity 3000mAh(working time up to 10hours, standby time up to 100hours)

Memory 256MBytes NAND flash+256MBytes RAM

Expansion memory Micro SD

CPU Samsung S5PC100 Cortex A8 @833MHz

RFID Card 13.56 Mhz/925 Mhz/ 2.4 GHz, ISO/IEC 14443A/B or 15693

Scanner 1D Laser or 1D & 2D (only PDF 417 support) for option

Speaker 1 speaker, support handfree

Network LED (color) red/green/blue

Environment

Drop test WithStands 1.2m Drop

Operating Temp (-10~50℃)

Storage Temp (-20~60℃)
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