
Name Materials Cu Pb Al Bi Fe Si Sn Ni Zn
Total Impurities

max

Copper T3B ≧99.5 0.01 ˉ 0.002 ˉ ˉ ˉ ˉ ˉ ˉ

H68 67-70 0.03 ˉ ˉ 0.1 ˉ ˉ 0.5 Margin 0.3

H65 63.5-68 0.03 ˉ ˉ 0.1 ˉ ˉ 0.5 Margin 0.3

H63 62-65 0.08 ˉ ˉ 0.15 ˉ ˉ 0.5 Margin 0.5

H62 60.5-63.5 0.08 ˉ ˉ 0.15 ˉ ˉ 0.5 Margin 0.5

H59 57-60 0.5 ˉ ˉ 0.3 ˉ ˉ 0.5 Margin 1.0

H Pb63-3 62-65 2.4-3 ˉ ˉ 0.1 ˉ ˉ 0.5 Margin 0.8

H Pb63-0.1 61.5-63.5 0.05-0.3 ˉ ˉ 0.15 ˉ ˉ 0.5 Margin 0.5

H Pb59-3 57.5-59.5 2-3 ˉ ˉ 0.5 ˉ ˉ 0.5 Margin 1.2

H Pb59-1 57-60 0.8-1.9 ˉ ˉ 0.5 ˉ ˉ 1.0 Margin 1.0

C3601 59-63 1.8-3.7 ˉ ˉ 0.3 ˉ Fe+Sn: 0.5 max ˉ Margin ˉ

C3602 59-63 1.8-3.7 ˉ ˉ 0.5 ˉ Fe+Sn: 1.0 max ˉ Margin ˉ

C3603 57-61 1.8-3.7 ˉ ˉ 0.35 ˉ Fe+Sn: 0.6 max ˉ Margin ˉ

C3604 57-61 1.8-3.7 ˉ ˉ 0.5 ˉ Fe+Sn: 1.0 max ˉ Margin ˉ

C3605 56-60 3.5-4.5 ˉ ˉ 0.5 ˉ Fe+Sn: 1.0 max ˉ Margin ˉ

C3771 57-61 1.0-2.5 ˉ ˉ ˉ ˉ Fe+Sn: 1.0 max ˉ Margin ˉ

C3712 58-62 0.25-1.2 ˉ ˉ ˉ ˉ Fe+Sn: 0.8 max ˉ Margin ˉ

C37700 58-61 1.5-2.5 ˉ ˉ 0.3 ˉ ˉ ˉ Margin ˉ

C36000 60-63 2.5-3.7 ˉ ˉ 0.35 ˉ ˉ ˉ Margin ˉ

C35300 60-63 1.5-2.5 ˉ ˉ 0.1 ˉ ˉ ˉ Margin ˉ

Arsenic-Silicon Brass C69430 80-83 0.3 ˉ ˉ 0.2 3.5-4.5 ˉ ˉ Margin ˉ

C48600 59-63 0.1-2.5 ˉ ˉ ˉ ˉ 0.3-1.5 ˉ Margin ˉ

C35200 59.5-64 0.5-3.5 ˉ ˉ ˉ ˉ ˉ ˉ Margin ˉ

CW614N 57-59 2.5-3.5 0.05 ˉ 0.3 ˉ 0.3 0.3 Margin 0.2

CW617N 57-59 1.6-2.5 0.05 ˉ 0.3 ˉ 0.3 0.3 Margin 0.2

Arsenic Brass CW602N 61-63 1.7-2.8 0.05 ˉ 0.1 ˉ 0.1 0.3 Margin 0.2

Arsenic Brass CZ132 Margin 1.7-2.8 ˉ ˉ 0.2 ˉ 0.2 ˉ 35-37 0.5

Lead-free copper rod HB-20 59-61 0.1 ˉ 1.0-3.5 0.2 ˉ 0.3 0.3 ˉ 0.3

Lead-free copper rod HB-30 73-77 0.1 ˉ ˉ 0.1 2.7-3.4 0.2 0.1 ˉ ˉ

Remarks

Packing

☉Standard: ASTM B453/ ASTM B16/ASTM B21
☉Materials: C27000(H65). C28000((H62) . C34000(HPb63-3) .C46200(HSn62-1) .etc.
☉Shape：Round/ Hexagonal-shaped/ Square
☉Width or diameter: Round Rod:4 ~ 65mm
                               Square rod: 4 ~ 40mm
                               Hexagon rod: 5 ~ 45mm
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Bar Materials

in wooden pallet, strapped with secure steel band and covered with strong poly-hood or as your option

Arsenic Brass

Lead Brass

Orignal Brass

Lead Brass

Cutting Brass

Forged Brass

Lead Brass


