DTSH-2&6, DTSM-2&6 SERIES

6X6 OR 12X12 DIP SWITCHES,NON WASHABLE
Through hole or SMT mounting, mechanical contact

THROUGH HOLE&SMT P.C.B. LAYOUT

OF
6X6 &12X12
3|2 gia
S|H 2561004 A& 492004
R n "5.50%0,10 & S 1250£010

o—-—-—&

&

-
o R
.040+.002 .047+.002 _é-
610

4-¢10£0.05 4-41,2+005

374
9.50 15,50
| o "
Rating : 50mA12VDC. ][ il U I _12;0_ _r
Electrical life : 50,000 cycles for 260gf, 320gf, 520gf. Zj—i—"- ::_n__;_i__;:__
500,000 cycles for 70gf, 100gf, 160gf.
Contactresistance : 100m Q max.
Insulation resistance : 100M Q min. at 500VDC. " Base :UL94V-0 Nylon thermoplastic, black color
Dielectric strength : 250VAC/1minute. " Cover: Stainless steel
Circuit: single pole, single throw © Stem :UL94V-0 Nylon thermoplastic
Temperature range : -20  to + 85 Blue (70g), Black (100g), Brown (160g), Red(260g),
Cap available for square stem: Termoplastic ABS Salmon(320g), Yellow(5209)
square or round type " Contactdisc: Phosphor bronze with silver cladding.
Horizontal mounting available only for DTSH-6 " Terminal : Brass with silver cladding.
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SERIES TERMINAL PRODUCT | | DIMENSION | | OPERATION GROUNDING
SYMBOL TYPE SIZE HEIGHT FORCE |
| | | |
TACT H|[THROUGH HOLE | | 6 | 6X6mm U| BLUE 70 gf N | NONE
SWITCH | U TSMT MOUNTING | [2 | 12x12mm K[ BLACK 100 gf G | GRORNDING
N[ BROWN 160 gf
6X6 mm 12x12 mm R| RED 260 gf
1] 43mm |1| 43mm S| SALMON 320 gf
2] 50mm 4] 7.3 mm(SQ.)x3.8 mm Y[ VELLOW 520 gf
31 70mm_|5] 85mm 12x12 U,K,Y UNAVAILABLE
24 7.38 mm(SQ.)x2.4 mm X o
48 7.38 mm(SQ.x2.8 mm)
5| 95 mm
6] 13 mm
DTSM-6*, DTSM-644&48 DTSH-2*, DTSH 24
244 427
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