50-80 REF

connectorJST XARP-02V-1 Red

threa: JST XMS-02V

UL-1007 AWG22#(blacker)

Technical Requirements

1.Maximum contact capacity: 5O0W,

Red PVC drivepipe Working
Temperature 105 CunderOD@5

PAribbon

At the bottom of the nutZmm

24

thickness circumcircle

M8X14

A & 1 3neoprene washer (lmm )

fitting surflpce

datum plane

JST SXA-001T-PO0.6 terminal

2.Max Switching Voltage: DC200V

3.The biggest switch current: DC 0.7A
4,The biggest switch current: —-10C~ +60C,

S5.Using liquid: water,
6.Contact Resistance: 200mQunder
(Do not include the wire impedance)

7

contact resistance:

AC200V,
AC

200mQ under

(Do not include the wire impedance)

8.insulance:

100MQ above.,

S,electrical strength: AC

1500V
10.contact voltage: DC 250V

Imin above,

11.service 1life: 100000next above
(Impedance load) ,
12.Impact resistance: 30Ga bove.

13.The connector terminal and lead wire pushing switch:

Keep 1 minute no rupture,

14.Float water resistance: Float material PP

foaming, Soak in the wate

1000h Weight change rate in®6%The scope of,

Imin above,

A4

0. 5A.

30N,

& ON 15.Install thread on torque is in 6-8 n. M no damage and slippage.
16 Material control requirements conform to the enterprise c
OFF standard Q/HKK J 02010 {Green product design general
e /?m Liquid sorface technical specifications) o
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water level sensor
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