
Technical parameters: 
model Y49-400 Y49-600 Y49-800 Y49-1000 Y49-1200 Y49-1500 Y49-1800 Y49-2000

effective diameter for 

sieving suface(mm)  
340 540 730 900 1100 1400 1700 1886 

effective sieving area(m2)  0.0907 0.2289 0.4138 0.6359 0.9499 1.5386 2.2687 2.7922

sieve mesh specification 2~500 meshes/inch 

layer(s) 1-5 1-5 1-5 1-5 1-5 1-5 1-5 1-5 

vibration 

motor 
0.18 0.25 0.55 0.75 1.1 1.5 2.2 2.2 

power 

(kw) common 

motor 
------- 0.75 1.1 1.5 1.5 2.2 2.2 3.0 

 
Main dimensions: 

model A B C D E F H I 

height for 

sigle 

layer 

height for 

double 

layers 

height for 

three 

layers 

Y49-400 330 305 200 400 80 70 320 390 670 770 870 

Y49-600 530 430 250 600 100 70 430 415 740 850 960 

Y49-800 680 580 250 800 125 90 540 415 850 980 1100 

Y49-1000 800 700 250 970 150 100 643 415 850 980 1100 

Y49-1200 985 855 400 1170 180 120 750 540 955 1110 1245 

Y49-1500 1190 1050 400 1470 200 120 930 560 1000 1145 1290 

Y49-1800 1540 1440 400 1770 200 120 1025 680 1250 1400 1550 

Y49-2000 1800 1720 600 1960 200 170 1260 680 1250 1400 1550 

 
Please feel free to visit our website http://www.fecrco.com/vibrating-sieve.html for more detail 
info. 

http://www.fecrco.com/vibrating-sieve.html

