
Mobile Bluetooth Receipt Printer Specification                                                                                                                            

Model No.  SP-A

Features:

Compact panel size
Convenient for handling
Support RS232/Parallet interface
Impact dot-matrix printer method
Easily embeded to any kinds of instruments and meters
Printer drivers included are: Win98/2000/NT/XP/Vista/Win7(32 and 
64 bit)/Win8/Linux

Print 

Printing Method Dot Matrix

Printing Speed  1.2 lines/s

Resolution 8 dots/mm, 384 dots/line               

Effective Printing Width 48mm

Character

Character Set ASCII, GB18030(Chinese)

Print Font ANK:5×7; Chinese: 24×24,16×16, 12×12 

Character per Line 16/24/40 

Paper Spec

Paper Type Plain paper

Paper Width 44.5± 0.5mm/ 57.5± 0.5mm 

Paper Thickness 0.05~0.08mm

Paper Roll Diameter Max:  40.0mm 

Roll Core Inner Diameter 13mm(min.)                                

Reliability 
MCBF(MCBF)
Mean Cycles Between Failure

0.5 million lines

Barcode N/A

Emulation ESC/POS

Driver Windows98/2000/NT/XP/Vista/Win7

Interface RS-232/Parallel

Paper Supply Method Semi-auto paper loading

Power Supply (Adapter) DC5V, 3A

Printer Mechanism EPSON Brand

Auto cutter

Type 

N/ALife 

Cutting Method 
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Physical

Outline Dimension (WxDxH) 111 x 62x 63mm

Installation Port Size 103 x 57mm

Color Beige                                         

Weight 155g

Environment
Operating Temp 0~ 50 °C

Operating Humidity 0~80%

Description:

SP-A is a panel mount receipt printer with print widths of 58 mm respectively. Ideal for use where a printer mechanism may 
have been considered due to its 'integrated design', the SP-A take the hard work out of design by providing a simple and 
finished product that can be connected as easily as any external printer. 

Application Area:

The printer SP-A can work on a lot of locations, such as Medical Equipment, Measureing equipment, Security Equipment, 
Analyzing Instrument&Meter, etc. 

Packing Details

1 unit receipt printer
1 roll plain paper
1 pc power cable
1 pc interface cable

Power adaptor for option:

*British Standard

*American Standard

*European Standard

*Chinese Standard

Warranty:

SPRT company offer the warranty as bellow:
For SPRT battery: 6 months.
For other parts of SPRT printer: 12 months upon delivery normally. 
Some designated models can offer 24 months warranty.

WE SINCERELY LOOK FORWARD TO YOUR JOINING!
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