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Parameter of Red & Green & Yellow Ball and Arrow 

LED Traffic Light: 

Dia.300mm Technical Parameters: 

Color 
LED 
Q.ty 

Power 
Luminous

(cd) 
Wave 

Length 
Brightness              

(mcd) 
Visual 
Range 

Visual 
Angle 

Housing Material 

Red Ball 225pcs 9W  ≥672cd 625~630nm 4000~9300 ＞250m  30° 

Yellow Ball 225pcs 9W  ≥672cd 580~590nm ≥5000 ＞250m  30° 

Green Ball 225pcs 12W  ≥1176cd 515~525nm 3000~4300 ＞250m  30° 

Green Arrow 117pcs 6W ≥1176cd 515~525nm 3000~4300 ＞250m  30° 

Red Arrow 117pcs 6W ≥672cd 625~630nm 4000~9300 ＞250m  30° 

Yellow Arrow 117pcs 6W ≥672cd 580~590nm ≥5000 ＞250m  30° 

PC,UV 

Resistant,Protective  

 
Dia.400mm Technical Parameters: 

Color 
LED 
Q.ty 

Power 
Luminous

(cd) 
Wave 

Length 
Brightness              

(mcd) 
Visual 
Range 

Visual 
Angle 

Housing Material 

Red Ball 320pcs 15W  ≥672cd 625~630nm 4000~9300 ＞250m  30° 

Yellow Ball 320pcs 15W  ≥672cd 580~590nm ≥5000 ＞250m  30° 

Green Ball 320pcs 18W  ≥1176cd 515~525nm 3000~4300 ＞250m  30° 

Green Arrow 171pcs 9W ≥1176cd 515~525nm 3000~4300 ＞250m  30° 

Red Arrow 171pcs 9W ≥672cd 625~630nm 4000~9300 ＞250m  30° 

Yellow Arrow 171pcs 9W ≥672cd 580~590nm ≥5000 ＞250m  30° 

PC,UV 

Resistant,Protective 

 

Common Parameters: 
Working 

Voltage 

Work 

TEMP 
control type 

Relative 

Humidity 

Life 

Span 

IP 

Grade 
Dimension Delivery Time 

Warranty 

Time 

AC85-265V, 

50/60Hz ;  

DC12V/24V; 

40℃- 

+75℃ 

I/O ports or 

RS485,Feedback 

signal can choose 

95﹪(-5℃

~+60℃) 

>100,

000 

Hours 

IP65 

300*300mm,

350*350mm,

400*400mm; 

Samples:5days  

Large order: 15days 
2 years 

 
Packing Information: 

Carton Size Q'TY N.W G.W Volume(CBM) Wrapper 

121*45*22cm 1pcs/carton 9kgs 11kgs 0.12 K=K Carton 

 
Installation Sketch: 
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