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Xsmart11 

 

Parameter 
 

Processor Samsung S5PC100 Cortex A8 @833MHz  

Memory 256MB DDR2-RAM  

Local Storage 256MB NAND Flash on motherboard  

Contact Card 1x Contact Smart Card ISO 7816 specification  

Contactless Card Supports NFC-Felica Card as well as ISO 14443A MIFARE 

Card 

 

2.4G RFID Build in 2.4GHz RFID module  

1D Barcode Engine Mindeo UE988  

2D Barcode Engine 2D Imager (Newland EM3000)  

Communication Wi-Fi(802.11b/g)                      

GSM/WCDMA/ GPRS(900/1800MHz)/EVDO 

TBD 

GPS SiRF STAR IV or U-blox  

Screen 3.5’’QVGA 320X240  

Input Method Configurable Multi-Lingual Soft Key Board  

IO Interfaces 1x USB Device(Mini USB)  1x USB Host  

MSR, 

Track 1,2,3 

2-inch Thermal 

Printer 
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Built-in Buzzer/Speaker 

Biometric Module Built-in FingerPrint Sensor-UPEK  

Thermal Printer Built-in 2’’ Thermal Printer  

Magnetic Card Reader Track 1/2/3 TBD 

Camera 3.0 Mega Pixel Back facing Camera  

Secure Authentication 2x SAM modules   1x SIM module  

Stylus Pen 1x Stylus Pen  

Hand Grip or Strap Ergonomic,Elastic Hand Grip or Strap  

OS WinCE 6.0  

Battery 7.4v 2000mAh+  

Operating 

Temperature 

-10-50 Degree Centigrade  

Storage Temperature -20-60 Degree Centigrade  

Humidity 5-95% RH (No condensing)  

IP IP65 (No thermal printer)  

Regulatory Approvals CCC,CE,FCC,UL,CSA,WEEE,RoHS TBD 

 

 

 

Barcode,support 
1D/2D 

RFID,Support 
Type A/B 


