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Specifications

Smart Phone
Connectivity

4A 8A9A5A2A0A7A 0A0A0A4A3A6A

User Selectable 
Option

We offer series of laser distance meter for measuring range from 0.05M up
to 40M to 100M. It's useful and convenient for measuring distance, calculate
area and volume for different applications. 

Introduction :

One of the most advantages of the meter is wirelessly connect to Smart
phone/Tablet/PC (require wireless module, sold separately) to view data
record reading capture picture with data on it and send the information
to headquarter.
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 New

Data Logger
Compatible

Measuring distance 

Accuracy

Unit conversion

Laser type

Laser beam ON / OFF set up select

Dynamic measurement

Area / Volume measurement

Pythagorean proposition measurement 

Indirect measurement

Add / Subtract calculation

Max. / Min. measurement display 

Front / Bottom measurement select

Auto Power Off

Historical storage memory   

Accuracy calibration set up selectable

Display in two rows

±1.5mm (±0.06 in)

m / in / ft

Class 2, 635 nm, < 1mW

0.05 to 40m

Real time
graphic display

Area / Volume 
measurement

Pythagorean 
proposition

measurement

Backlight ON / OFF select

Buzzer sound ON / OFF select

Signal strength indicator 

Operating temperature

Storage temperature

Battery life (time) alkaline type (approx.) 

Level vial

User set up option

Standalone mode (without wireless module)

(+/-)7mm

0°C to +40°C (32°F to 104°F) 

-10°C to +50°C (14°F to 122°F)

>5000 (times)

112 (without battery)

136x61x30  
Document 

send / share
Capture picture with

data on screen display

Specications :

Model No. MS-WLDM540

10

*

Wireless connectivity transmit data to Smart
phone / Tablet with iOS APPS or Android APPS
 ( )require wireless module, sold separately

Battery powered (included) 

Weight (approx.) grams 

Dimensions (LxWxD) mm

2 AAA (R03 / LR03)

Wireless Connectivity Laser Distance Meter

 8 mins.
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