
Micro Panel Receipt Printer Specification                                                                                                                            

Model No.  SP-POS801 

Features:

Easy maintenance
Low Power consumption
Long life head mode (300km)
Longer cutter life delivers lower maintenance costs
USB standard meets market standardization requirements
2D bar code support allows wider applications
Printer drivers included are: 
Windows98/2000/NT/XP/Vista/Win7(32 and 64 bit)/OPOS/Linux

Print 

Printing Method Thermal Line                                      

Printing Speed 170 mm/s                                       

Resolution 8 dots/mm, 576 dots/line

Effective Printing Width 72mm

Character

Character Set ASCII, GB18030(Chinese), BIG5

Print Font
Codepage, ANK:12×24
Chinese: 24×24

Character per Line 48

Paper Spec

Paper Type Thermal paper 

Paper Width 79.5± 0.5mm 

Paper Thickness 0.06~0.08mm

Paper Roll Diameter Max: 80.0mm  

Roll Core Inner Diameter 13mm(min.)                                        

Reliability 
MCBF(MCBF)
Mean Cycles Between Failure

1 million lines

Barcode
1D: UPC-A，UPC-E，EAN-13，EAN-8，CODE39，ITF25，
CODEBAR，CODE93，CODE128
2D: PDF417、QRCODE、DATAMATRIX

Emulation ESC/POS

Driver Windows98/2000/NT/XP/Vista/Win7/OPOS/Linux

Interface RS-232+USB

Paper Supply Method Drop-in easy paper loading

Power Supply (Adapter) DC24V, 2A

Printer Mechanism SEIKO Brand

Auto cutter

Type Guillotine

Life 700000 cuts

Cutting Method Partial Cut/ Full cut
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Physical

Outline Dimension (WxDxH) 128*130*95mm

Installation Port Size (WxL) 122.5*128.5

Color Dark Gray                              

Weight 1KG

Environment
Operating Temp 0~ 50 °C

Operating Humidity 20~80%

Application
Medical Equipment, Measureing equipment, Security 
Equipment, Analyzing Instrument&Meter

Description:

SP-POS801 is a panel mount receipt printer with print widths of 80mm respectively. Ideal for use where a printer mechanism 
may have been considered due to its 'integrated design', the SP-POS801 take the hard work out of design by providing a 
simple and finished product that can be connected as easily as any external printer. 

Application Area:

The printer SP-POS801 can work on a lot of locations, such as Receipt 
Coupon, Ticket, Daily report, Kitchen, Delivery, Barcode, Industrial machine, etc. 

Packing Details

1 unit thermal receipt printer
1 roll thermal paper
1 pc power cable
1 pc interface cable

Power adaptor for option:

Warranty:

SPRT company offer the warranty as bellow:
The Company warrants that SPRT products are free
from defects in manufacturing materials and workmanship for one
year (365 days months) from date of original purchase to Buyer/Distributor
(OEMs 120 days from the date of purchase). Batteries, cables,
power supplies, and other accessories will be warranted for six months
(120 days). SPRT makes no other warranties, expressed
or implied, including implied warranties of merchantability and
fitness of purpose.
If you try to repair, disassemble, or change the product in any
way, or use parts not provided by SPRT without prior,
written authorization, all warranties are void.
For complete warranty and repair information, see the Warranty
Card included in your original packaging.

WE SINCERELY LOOK FORWARD TO YOUR JOINING!
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