&S

Area
{mm?)
fimm

Conduclor Sk Insulation
5% 4
Construction Diam Of Single
{ NO /mm ) (rmm) Max Nom thick{mm)§ &
1] mE AR

32/0.2 0.21 08
48/0.25 0.26 08
49/0 25 0 26 09
32/0.2 021 0.8
48/0 2 0. 26 0B
49/0.25 0.26 0.9
81025 0.26

123/0 25 0.26 1
32/02 0.21 08
48/0 2 0.21 08
490 25 0. 26 09
810025 0.26 1
123/0 25 026 1
48/0 2 021 D8
4970 25 0.26 049
810025 026 1
123/025 026 1

EPR INSULATION

COPPER CONDUCTOR(OR TINNED)
— NEOPRENE SHEATH

LITIES AND NORMAL ELECTRIC TOOLS - A THHEHRE e
P 9 7 4 (F] 48 )
" EPRE% Standard:VDE0282
- Rated Voltage:450/750V
T Max Temp:60T
Sheath Mean overallFEY5 5 &
fiak
Lower limit Upper limit

Nom thick{mm )& & mm mim
TR LR

1.3 7.7 10.0

1.5 85 11.0

1.7 102 13.1

14 B3 10.7

1.6 az 11.8

1.8 109 14.0

19 12.7 16.2

2.1 14.1 18

1.9 a2z 119

1.7 10.2 13.1

19 2 155

2 4 179

23 15.7 20

1.8 11.2 14 4

2 33 7

22 15.6 199

25 17.5 222



