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MODEL: EBA150 SERIES  

MODEL: EBA200 SERIES  

We reserve the right to change data without notice. 

Model Rated Frequency Input Rated Locked Speed Maximum Maximum Maximum Maximum Noise IP  Weight 

Spec Voltage   Power Current Current   Air Flow Air Flow Pressure Pressure       

  V Hz W A A RPM m³/ min CFM mmH ₂ O InchH ₂ O dB Rate KG 

EBA150P-11H 115 
50 65 0.54 0.67 2,000 8.5 300 26 1.02 62 

44 2.6 
60 75 0.65 0.68 1,900 8.2 290 29 1.14 61 

EBA150P-11L 115 
50 50 0.43 0.46 1,400 5.7 200 19 0.75 53 

44 2.6 
60 52 0.46 0.47 1,300 5.1 180 17 0.67 50 

EBA150P-23H 230 
50 65 0.27 0.32 2,000 8.5 300 26 1.02 62 

44 2.6 
60 75 0.32 0.33 1,900 8.2 290 29 1.14 61 

EBA150P-23L 230 
50 50 0.24 0.23 1,400 5.7 200 19 0.75 53 

44 2.6 
60 52 0.23 0.24 1,300 5.1 180 17 0.67 50 

We reserve the right to change data without notice. 

Model Rated Frequency Input Rated Locked Speed Maximum Maximum Maximum Maximum Noise IP  Weight 

Spec Voltage   Power Current Current   Air Flow Air Flow Pressure Pressure       

  V Hz W A A RPM m³/ min CFM mmH ₂ O InchH ₂ O dB Rate KG 

EBA200P-11H 115 
50 150 1.27 1.90 2,100 15.6 550 29 1.14 59 

44 4 
60 180 1.65 1.90 2,100 15.6 550 36 1.41 59 

EBA200P-11L 115 
50 125 1.08 1.31 1,700 12.5 440 26 1.02 53 

44 4 
60 140 1.27 1.31 1,600 11.3 400 28 1.10 50 

EBA200P-23H 230 
50 150 0.63 0.95 2,100 15.6 550 29 1.14 59 

44 4 
60 180 0.81 0.95 2,100 15.6 550 36 1.41 59 

EBA200P-23L 230 
50 125 0.54 0.65 1,700 12.5 440 26 1.02 53 

44 4 
60 140 0.63 0.65 1,600 11.3 400 28 1.10 50 


