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LXP-40 U40B/110 40 178 110 185 11 W 150/25 380/50 130 18/22 2.1

LXP1-70 U70B/146 70 255 146 320 16 W 150/40 420/100 130 18/22 3.6

LXP2-70 U70B/127 70 255 127 320 16 W 150/40 420/100 130 18/22 3.5

LPX3-70 U70B/140 70 255 140 320 16 W 150/40 420/100 130 18/22 3.6

LXWP4-70 U70BP/146 70 255 146 400 16 W 150/45 440/110 130 18/22 4.7

LXWP5-70 U70BP/146 70 280 146 450 16 W 160/50 440/125 130 18/22 5.5

LXWP6-70 U70BP/146 70 320 146 550 16 W 200/55 520/140 130 18/22 9.2

LXAP-70 U70BP/146 70 380 146 365 16 W 180/45 450/90 130 18/22 5.3

LXP2-100 U100B/127 100 255 127 320 16 W 150/40 420/100 130 18/22 4.0

LXP-100 U100B/146 100 255 146 320 16 W 150/40 420/100 130 18/22 4.0

LXWP3-100 U100BP/146 100 260 146 450 16 W 160/45 440/110 130 18/22 5.2

LXWP4-100 U100BP/146 100 280 146 450 16 W 160/50 440/125 130 18/22 5.5

LXWP6-100 U100BP/146 100 320 146 550 16 W 200/55 520/140 130 18/22 9.2

LXAP-100 U100BP/146 100 380 146 365 16 W 180/45 450/90 130 18/22 5.2

LXP-120 U120B/146 120 255 146 320 16 W 150/40 420/100 130 18/22 4.2

LXP2-120 U120B/127 120 255 127 320 16 W 150/40 420/100 130 18/22 4.0

LXWP3-120 U120BP/146 120 260 146 400 16 W 160/45 440/110 130 18/22 5.2

LXWP4-120 U120BP/146 120 280 146 450 16 W 160/50 440/125 130 18/22 5.5

LXWP6-120 U120BP/146 120 320 146 550 16 W 200/55 520/140 130 18/22 8.8

LXAP-120 U120BP/146 120 380 146 365 16 W 180/45 450/90 130 18/22 5.4

LXP-160 U160B/170 160 280 170 400 20 W 180/50 450/120 130 18/22 6.5

LXP2-160 U160B/170 160 280 170 450 20 W 180/50 450/120 130 18/22 7.1

LXP3-160 U160B/155 160 280 155 400 20 W 180/45 450/120 130 18/22 6.3

LXP4-160 U160B/146 160 280 146 400 20 W 180/45 450/120 130 18/22 6.1
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