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1. Scope/Jil:

This Product Specification covers the requirement of Mechanical Keyboard switch on product
performance, test methods and quality assurance provisions.

A FIUHE 5 N AR T ATUBR B T oG i (K, AR PEREFEAR . A7V B B ORAIE T T 4%
2. Product Application/;= 5 N FH :

Mainly applied on computer keyboards, cash registers, industrial equipment and Man-Machine
interface.

FEIEH T WA, BERNL. DA AN
3. Technology Parameters/F{ RS

Ambient Humidity T/E#% /- 45~85% R.H.;
Operating Temperature Range 1% Jf i & Y6 [# : -10°C~+70°C;
Storage Temperature Range {715 & i H - -20°C~+70C;
Suggested storage period {7 IR : about 6 months &% 6 ™ H

Require the tin part on the switch terminals should keep good after storage guarantee date
BRI A WG I K77 TR RAT

Normal Condition:

Ambient temperature 156 i . 20+2C

Relative humidity #HX%} % : 65%+5% R.H.;

Air pressure =t 86~101KPa;

Solder Ability 7] /& 4: BEYIE 245+£5°C 54+0.5s;

ToHEVIE 2565+5°C 54+0.5s;
Withstand Soldering Temperature ffiff f£ 4% IR 260+5°C 5+0.5s;
4. Ratings/FE EREE R
Rating %l & 14 : 12V AC/DC max. 2V DC min.
10mA AC/DC max. 10 v A DC min;

Insulation Resistance 4445 [ : =100M Q/DC 100V;
Withstand Voltage fif B[k - 100V AC 1 Minute;
Mechanical Life #Li§ 75 : 100,000,000 Cycles.

5. Profile Dimensions /#MNE R~
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6. Electrical Performance/H.< % fe

IItJﬁngn D&sgnfgggn Test Condition i 21 Requirement #ii% 2k
Static load: (Operation force)x2, which is applied
on the center of Switch stem. Be measured when
the switch contact stabilization.
Contact S A zﬁ)ﬂ’ﬁﬁﬁ‘] 2 fi5, WONAE TR L.
, VIS5 syting e/} 200mQ Max
6.1 | Resistance .
52y L L Measurement j[ool: Contag:t resistance Meter. 200mQ LL'F
N TR Al R B Ak PR T (1K HzZ,
20mV,5~50mA)
Measured at low current (100mA or less).
AR HER (<100mA) 544 il
Apply a Voltage of DC 100 V for 1 minute,
according to the below method.
(1) Between terminals.
Insulation (2) Between terminal and Body. 100MQ Min
6.2 | Resistance 100 JKEkLL |
o 25 v [ i\ 100V DC L& 1 7080, #tn 4205 720
i
(1) ¥ ¥5 w5~ [A].
(2) ¥ 5o A,
Apply a Voltage of AC100 V (50~60Hz) for 1
minute, according to the below method.
Dielectric (1) Between terminals. ,
withstanding | (2) Between terminal and Body. No evidence of
6.3 voltage = b reakdgvg
i H e H1\ 100V AC HUFE 1 5050, 45 F e r i, | /CPRIT. SRR,
(1) w55 %5~ J4).
(2) T 5452 1A
Operation speed: 3~4 times/s Before Life cycle:
BAEEE . B 3~4 K On:5ms MAX,5 ZfLL R
Oscillo scope 7 i i Off: 5ms MAX,5 %)L
Switch Bouncing Test Circuit #1511l 52 [F] % T
6.4 Bouncing .
) fid B5 RLBh After Life cycle:
On:10ms MAX,10 Z
LR
Off: 10ms MAX,10 Zfb
LR
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7. Mechanical Performance/HLBE % fe

Item Description e . .
s 4% i s
A T ik Test Condition i 21 Requirement ¥t 2k
Place the vertical direction of switch operation
and gradually increase the load applied to the
center of the stem until it stop.
TEORIIBIAEJT 7] T ELBCE., 1) 40 v o0 i it
InAter B 215 L
Load Curve
- See page 12
71| AT W 12 5
Place the vertical direction of switch operation
and gradually increase the load applied to the
center of the stem until it stop.
TEIRIIBIAEJT 0] T ELRCE, 1) A0 v 0 i T
A far B 25 A
Loading
79 parameter See page 12
T mESH WLEE 12 T
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A static load of 3kgf shall be applied in the
direction of button operation for a
period of 60 seconds.
. FEF W BNAE 7 105t in 3kgf (1) 47 17 60 %’/I\, RIG No damage
Static S 2 .
MAZ%. (Electrical)
7.3 | Strength And hanical)
#4112 nd mec gnlia 5
P F A AL M e AE
I
Break by a pull force applied opposite to the
Stem Pull direction of stem operation.
. e
Ttk | FE
Measured by according to the below
condition:
(1) Acceleration: 80g il &
(2) Cycles of test:3 cycles each in 6
directions, for a total of 18 cycles.
Shock UG RT3 R, 6 ML 18 K. | ghall meet No 6, 7.1,
75| bk 7.2.
WE 6, 7.1, 7.2 R,
1) D.C.12V 10mA resistance load Contact resistance:
D.C 12V 10mA HifH 41 fif 1Q Max
2) Operation speed : 10 times / s e PH: 1 BRDAR
HEHE: 10 &/ B Bouncing: 10ms Max
Life Test 3) Push force : 250+50¢gf 5 Blah: 10 Z2FLLF
76 | ok i 77: 250+£509f Operation force:

4) Operation number: 100,000,000cycles
FE AL 100,000,000 &

Variation rate within £
30%

AR AR AT B )
IRME A £30% L.
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8. Environmental Performance/¥ 55 {4 g

g:; Dl%sgl%gn Test Condition izt 21 Requirement ¥k E sk
(1) Temperature : - 20+=2°C Contact resistance:
mE: -20£2C 200mQ Max
(2) Duration of test:  48h Shall meet :
FRoemfla]: 48 /N HO- S? :0 f73-‘21
Cold test (3) Take off a drop water 4 /KEk 0. /7.110 7. \
8.1 it FE (4) Standard conditions after test : 1h %ﬁi@zﬂ 200mQ LIk
R S5 AR S e 1 /N AT
No. 6.210 6.4
No.7.1t07.2
(1) Temperature : 70£2°C Contact resistance:
W 70+£2C 200mQ Max
(2) Duration of test: 48h Shall meet :
FROETIA]: 48 /A No. 6.2 10 6.4
Heat test (3) Take off a drop water Z:f/KER No.7.1t07.2 \
8.2 it kot (4) Standard conditions after test : 1h %MEE'KH 200m @ LA R
WG KB e 1 /N i AL
No. 6.21t0 6.4
No.7.1t 7.2
(1) Test cycles: 5 cycles
RIGSHHH: 5 N
(2) Standard condition after test:1h
I B %A 1 /N
Egzperat”re ?;é?;ﬁ% of test Contact resistance:
1 cycle 20£5C 1h 200mQ Max
— A -20+27C 1h Shall meet :
Temperature 20+5C 1h No.6.2t0 6.4
8.3 |cycle 70£5C 1h No.7.1t0 7.2
TR B E 200m Q LLR
T A2 :
No. 6.2 10 6.4
No.7.1t07.2
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Soldering area: T/2 of PWB thickness.
(PWB: T=1.6mm)
PREEIEAR: EIRIEARC) 172 JR AL
Soldering temperature: 260+5°C
Soldering time: 5+0.5s
MEERIE:  260+5C
JRgEmt A 5+0.5 %
8.4 Soldering Appearance:'
' heat test No abnormality.
TR AR A HPILTE S
Lead-tin soldering #3414
Soldering temperature: 245+5°C
Soldering time: 5+0.5s
JRER P 245+5C
e g . At least 90% of surface area
85 Sgill(ijt?/r JREEIT: 530.5 £ of immersed portion shall be
CIF<Scs Lead free soldering T4 1245 ?;ZS%%%?S:& b
Soldering temperature: 255+5C e ° '
Soldering time: 5+0.5s
JEERE: 255+5TC
JEEzI ] 5+0.5 F
(1) Temperature : 60£2°C Contact resistance:
. 60+2C 200mQ Max
(2) relative humidity: 90~95% R.H. Shall meet :
FIXHEEE:90~95% R.H. No. 6.2 to 6.4
(3) Duration of test: 48h No.7.1t07.2
Humidity FRaRifE] . 48 /N B E L 200m Q DLR
8.6 | test (4) Take off a drop water AL
i 35 K Bk No. 6.2 to 6.4
No.7.1t07.2

(5) Standard conditions after test: 1h
WIS HITBCE 26 1 /N
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Apply the following environment to test(Only
for contact test) :
HRAE T 51 5% A 24T I (U X6 ik 54k - Appearance:

(1) Temperature : 35+5C
W 35+5C;

(2) Salt water density: 5+1%

No corrosion spot, no crack,
no base plate naked.

AL TR TR O AR, TR

Salt Spray HKIREE: 54 1%; Fa L.
8.7 | thazuins '
1 25 A (3) Duration: 12hours
FREEma]: 12 /N Contact Resistance:
(4) After test, the salt deposit shall be 290 mQ Max N
removed by running water. FEfuH P : 200 ZBRLA R
S0 ) K ERUTAR M) FH 7K
The switches are placed in a position of
normal use inside the test chamber. After test:
The test is carried out according to the Operating is normal
second enclosure of IEC60529/GB4208. Between termina|s, terminal
Protection The test shall be continued for a period of 8h. | and surface of the crust,
inst i NN - X e Dielectric withstand in
8.8 | ofsusiory | JUBVRE M LIE 3 (6L 6 FE DT R 5% | voltage 2100V
520 fg‘IECGOSZQ 5 GB4208 Bij 4 br Ik S5 1 i
- ik AAEIEH
BRI B B ST 2 LR T 5 41 e
MR H, s 52 =100V
The switches are placed in a position of
normal use inside the test table.
The test is carried out according to the
second enclosure of IEC60529/GB4208.
o . \ P After test:
TUCHE it DAL R A8 AL B LKA P 2232 | Operating is normal.
1% IEC60529 k GB4208 Bjj 4 hrifE M 2% /34 | Water don't enter electric
17105 5 parts of the switch inside.
Protection Between terminals, terminal
against ingress and surface_ of the crust,
8.9 Dielectric withstand in

of water(IPX4)
DiFIN

voltage =100V

AEIEH: N
IRASREREATT G P HL A4y
Ui ¥ 2 [8] J ot 1 5 A 52 R
i L 58 =100V

2
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8.10

Noise Test
EE

1. Decibel meter model : BK2250-L

4y DAY AL S . BK2250-L

2. background noise: 10 dB Max

R 10 dB Max

3. Metal strip to click product 3 times per
second for 10 seconds, to maximize the noise
test results by dB

& J@ Sk e AR 3 RREE 10 £, WA
B B KA dB

35 73 Il MAX
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9. Recommended PCB Layout #3H] PCB &3 8
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10. Loading Parameter (FP/OP/TT/PT /OF) Specification i E S5 % .

Parameter Unit Specification Remark
FP(H M &) mm 15.00+0.2

OP(shfFALE) mm 13.20+0.7

TT(2ATHE) mm 3.60+0.4

PT(SHATHE) mm 1.80+0.4

OF (#:1F 71) of 37+10

11. Packaging 3%

Packaging type: Tray, 1000Pcs/Tray, 4000Pcs/Carton.
B35 Tray £1,1000Pcs/#L, 4000Pcs/FH.

12.Precaution X X ZEH I

12.1 Immersion Soldering condition Z4E &1

ITEM CONDITION

gE| FAF

Preheat temperature 110°C Max (Ambient temperature of soldering surface of P.W.B)
TR 110°C DA (Bl AROA5-45 1 el ] il )

Preheat time Ti#AH [ 60s, Max 60 #PLLA

Area of flux 1/2 Max of PWB Thickness

B 7R T A BRI AR 1/2 BAA

Temperature of solder 260+5C

TR 260+5C

Time of immersion 5+0.5s

1R IR (8] 5+0.5s

Number of soldering 2time Max (But should down heat of the first soldering)
PRI 2 UN

Printed wiring board Single side copper-clad laminates

EI R A AT

(1) After switches were soldered, please be careful not to clean switches with solvent
FREBEEZBTERBNBE.
(2) Under the condition of using soldering iron, soldering temperature shall be 350°C+5°C with 3+0.5s.

EERBKNERT , BHEENE350°C+5°C, F#EATE3+0.58.
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12.2 Notes JX&E &

(1) Please be cautious not to give excessive static load or shock to switches.
EEAERMBARHE DRI X.

(2) Please be careful not to stack up P. W. B. after switches were soldered.
FFREEUE DREHRIETEBK.

(3) Preservation under high temperature and high humidity or corrosive gas should be avoided
Especially. When you need to preserve for a long period, do not open the carton.
RENAHMIZRTSESENERMMESEANIE NERNBDRE, BTETFIER.

(4) The standard storage period is 3 months, with maximum up to 6months, preferably to be used as soon as
possible. After opening the package, you should put the remaining switches in a plastic bag
to prevent from damp and corrosive gas.

REMEAINA  REFNALURN , BREFA. HARERE , BRRAN , REFRRBI URFIE
HURARRE , BHITSENE , BEMSESLEFHTRE.

(5) This Product Specification is considered as the technical agreement on product between the receiving
customer and Kailh. Any information on Product Catalogue which is in conflict with or different from the
corresponding information of this document is considered as invalid.
ZARPABTFSYEATFREBRARFENLR , EAXBE L SZAR BT —BHNE BRI HR.

(6) It will be considered that customer already confirmed and accepted this specification if customer issue

purchase order to us directly.
TEMEWIARPEEREFERBERAR L AR , BITFANBEX L™ RERIES.

(7) If there is no order or no request for new specification after 1 year upon this specification is issued,
the specification will be regarded as invalid.

AERABRBNERBE1 FE , IRZXEITHIBRPERFAR BB MTHLE.

(8) Products meet the ROHS & REACH environmental management substances control standards.
F= %2 ROHS & REACH IREE YR E Hlir .
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