1.27mm Pin Header H1.5 Dual Row /2 Bodies SMT Series HC-PH71522-M

SPECIFICATIONS:

Rated Current
Contact Resistance
Withstand Voltage
Insulation Resistance
Operation Temperature
Contact Material
Contact Plating
Insulator Material

Max. Processing Temp:
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0.75AMP

30mQ Max

500V AC/DC

1000mQ Min

- 40°C to +105°C

Brass

Au over Ni

PA6T

230°C for 30-60 seconds
260°C for 10 seconds

Recommended P.C.B Layout(Top Side)
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HC-PH71522 2x02P
1.27x1.5mm 2x50P
Pin Header

https://www.dghecon.com E-mail:sales@dghecon.com Tel: +86-769-8223-6369

A=PBT GO0=Gold Flash M=SMT 0=PE Bag
B=PA66 SN=Tin Plated A=Tray
C=PA6T SM=Matted Tin T=Tube
D=PA46 S0=Gold/Tin P=Tube+Cap
E=PA9T G1=3u Gold R=Reel+Cap
F=LCP G2=5u Gold M=Reel+Mylar
X=Special G3=10u Gold X=Special

G4=15u Gold

G5=30u Gold

S1=3u Gold/Tin

Mb:86-180-0286-9136
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