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Waterproof ultrasonic fuel level sensor price are used in a wide variety of
applications to detect the location of level in a process.

Waterproof ultrasonic fuel level sensor price are used in a wide variety of
applications to detect the location of level in a process or storage vessel. These
switches can be used in virtually any liquid. A complete offering of materials and
mounting configurations are available to meet your application needs.

Features:

*Not reliant on chemical properties of the liquid

*No moving parts

*Simple installation with no calibration necessary

*Available in a wide variety of materials and process connections
*Remote Self-test to verify operation of the electronics and sensor
*Auto gain control, auto power control

*over—-voltage/over—current protection

High Performance UNIQUE DESIGN FOR PROTECTION
<9°C Beam angle design Housing adopts the NLEPE synthetic &3
Resolution 3 mm material IP68 waterproof, =i

Less than 200 ms responsible time Anti-Skid,Anti-corrosion,

To make sure more accuracy Anti-explosion structure

More Human More Convenient
NON-Contact Type

more cleaning and health
M78*1.2mm Thread or

coil clamping installed
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UE3006 Ultrasonic Distance/Level Sensors
BASIC PARAMETER

¥z Level Range: (0-1.3M

¥ Output : 1~5V/0~5V;4-20mA/RS485, RS232/NPN swith or relay

¥ Bline Zone: <20CM

¥r Power supply: | 12-24V/50 mA

¥« Working temp: | -20°C~+60°C

¥¢ Pressure port: | G1-1/2" male or M30*1.5 male

¥ Application: | Liquid , Solid, Wine
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(Unit: mm)

Double nut clamp on fixed installation
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E ---The total face height of container to the
sensor, that is the actual installation height;
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D --- The height of the sensor to the surfaces of
level.
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H --- That is the actual level height
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https://www.strongfirst.com.cn/indexcn.html

