
0.
68

9
17

.5
0

POWER SYMBOLDOT SYMBOL

0.
44

3 
 -0.

00
0

0.
00

6

11
.2

6 
 -0 0.

15

0.472 
+
-
0.002
0.004

11.99 
+
-
0.05
0.10

0.420R10.67

0.272
6.92

0.754
19.15

0.604
15.35

0.
41

7
10

.6
015/32 32UNS

Parameter Symbol Min. Typ. Max. unit Test
condition A resistor must be series-connected by the user.

Vcc : supply voltage
Vf : LED forward voltage
If : LED forward current

R : Resistor value
If = (Vcc - Vf) / R

Continuous Forward Current
(for all LED color) If - - 20 mA -

Forward Voltage (Red) Vf 1.6 2 2.5 V
Forward Voltage (Green) Vf 2.6 3.1 3.6 V

If = 20mAForward Voltage (Blue) Vf 2.8 3.4 3.8 V
Forward Voltage (Amber) Vf 1.6 2.08 2.6 V

EXPOXY

(+)positive electrode

SPECIFICATIONS:
1.RATING: 4A@12VDC  /  125mA 125VAC /100mA 28VDC
2.CONTACT RESISTANCE: 100m-OHMS MAX. INITIAL
3.INSULATION RESISTANCE: 1GΩ MIN. AT 500VDC 1 MINUTE
4.DIELECTRIC STRENGTH: 1,500V RMS @ SEA LEVEL 1 MINUTE
5.ELECTRICAL LIFE: 50,000 MAKE AND BREAK CYCLES AT FULL LOAD
6. MECHANICAL LIFE: 500,000 CYCLES
7.OPERATING TEMPERATURE: -30 °C TO +70 °C
8.BUSHING & PLUNGER: PA-66, PA9T+GF AROUND TERMINAL BASE
9.IP67 PROTECTION CLASS FOR FRONT PANEL.

MATERIALS:
BASE : PA9T+30%GF( 94V2)
ACTUATOR : SILICON
BUSHING : PA-66( 94V2)
TERMINAL/CONTACTS: COPPER ALLOY, PLATED AS CODING z
ROHS & LEAD FREE

ACCESSORY : NUT 15/32-32UNS / MATERIAL: BRASS 
WITH NICKEL PLATED

CODING:
SP8: OFF ON
SP9: OFF MOM
B4: 12mm
x: ACTUATOR COLOR , 
  1 WHITE , 2 BLACK , 3 RED , 6 GREEN
x000:LASER CARVED CODE
  x000: NO SYMBOL
  x001: DOT SYMBOL ; x002: POWER SYMBOL
y: LED COLOR
  BLANK: NONE-ILLUMINATED, 
  R:RED, G:GREEN, B:BLUE, A: AMBER
S: SOLDER LUGS
z : PLATING, N: GOLD OVER SILVER PLATED  

D: SILVER PLATED

Panel cutout
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THESE DRAWINGS AND SPECIFICATIONS 
ARE THE PROPERTY OF TAIWAY 
ELECTRONICS  COMPONENTS LTD. AND 
SHALL NOT BE REPRODUCED COPIED OR 
USED IN ANY MANNER WITHOUT THE PRIOR 
WRITTEN CONSENT OF TAIWAY 
ELECTRONICS COMPONENTS LTD.

UNLESS OTHERWISE SPECIFIED 
DIMENSIONS ARE IN MILLIMETERS 
ANGULAR TOLERANCE: ±1.0°

DIMENSIONS TOLERANCE

 0.00 TO 30.00mm
30.01 TO 80.00mm
80.01 TO 150.00mm
    ABOVE 150.00mm

±0.20mm

±0.30mm
±0.25mm

±0.40mm
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