Indus-c’

Focus on self-designing, developing and manufacturing diversified high-quality connectors and cables
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M12 X code female moldable connector with shielded/M12, mm m
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Part number/2 5B

Pins/FLEL Code/%! Part number/;= it kBl 5
8pins/84L X code/XFY 12C038

X code 8pins
XBU8%|,

General data/ RN

Pins Numbers/fL%k 8pins/8FL

Rated voltage/%ii& Hi [T 60V

Rated current(40°C)/ % 7€ H. i 0.5A

Standards/Fr e IEC 61076-2-101
Termination/}24% 77 30 solder/J7 1%

Degree of protection/Bli $/ 25 IP67, IP68, IP69K

Wire gauge(mm?2)/Z# (7 77 %) 0.14mm?

Wire gauge(AWG)/Z% 5 (T 5 %) 26AWG

Mechanical operation/fdifk X5 >100 mating cycles/ kK T-100/k
Ambient temperature (operation)/# A 15 -25°C~+85°C

Contact resistance/$2 i H fH <5mQ

Insulation resistance/ZA %% HifH =100MQ

Connector body/JiX it TPU

Pins/ i 1 Phosphorus copper with gold plated,/ % i §% 4
Screw/12 %2 Brass with nickel plated/#5 i §E 45
Gasket/Jix 4] Fluorine ring/ %Ik P&l
Environmental compliance/3 35 75 & br v RoHs, Reach
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