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NO. MATERIAL
CABLE

CONN

MOLDED

DESCRIPTION

UTP CAT.6 (1P*7/0.15BC)*4C,JACKET:PVC  ,OD:5.6+0.2MM
RJ 45,8P8C,UTP CAT.6,TRANSPARENT,PIN GOLD PLATED  FU"

PVC 

1
2
3

A

AP1

PIN OUT
P1<568B> P2<568B>

W/OG 1
OG 2

W/GN 3
GN 6

W/BU 5
BU 4

W/BN 7
BN 8

1 W/OG 
2 OG 

3 W/GN 
6 GN 

5 W/BU 
4 BU 

7 W/BN 
8 BN 

NOTES:

P2

DRAWING

CHECK

APPROVED

HU

HU

DATE

DATE

DATE

2021/3/7

2021/3/7

UNIT

SCALE

MM

FREE

CUSTOMER

FILE NAME

CUSTOMER PART NO.

TOLERANCE .X: ,.XX: XY PART NO.

Original

REVISION NOTEREV.

1.0 2021.3.7

DATE ECO NO. COMPLIANT
RoHS

UTP CAT.6 
26AWG,PVC  

SHEET

REV.

1/1

1.0

QTY
  L
2
1

UNIT
MM
PCS

PCS
KG

2 3 1

1

8 1

8

L±30

A-A

PVC  JACKET

CONDUCTOR

HDPE INSULATION

HDPE

1:100% short,open and miss wire test.
2:RoHS compliant.
3:UTP/CAT6-4P-PVC 26AW GEIA/TIA-568-C.2.

2

Ningbo Hotion Cable Co., Ltd


