HT19-Melobuds N60 Z#3% Product Specifications

E3:3 Specifications
L EES FEERELLEA Headphone Type Wireless Active Noise Canceling Earbuds
BEFRRA V6.0 Bluetooth version V6.0
EF SR ER/AS WQ7035AX-B Bluetooth chipset WQ7035AX-B
e HFP/A2DP/AVRCP Bluetooth profile HFP/A2DP/AVRCP
EF5 | = Bl
BEFSH s Tom Bluetooth parameters Operation Range Tom
ER A [8) 250ms Latency 250ms
ERAER GEREE) 60ms Gaming mode Latency 60ms
B IR BY Hybird ANC Noise canceling type Hybird ANC
RIS BB 20Hz~5.5kHz Noise canceling parameters Frequency range 20Hz~5.5kHz
z FRE(dB) =5dB@20~2kHz N 9P Channel difference (dB) =5dB@20~2KHiz
BARRRE -56dB Noise Reduction Rating -56dB
AR (R 60H gttaatnet)iby time (connected 60H
EIEE ] (S0%E ) 6H Call time (50% volume) 6H
4 FRIBHETE (50%F2) 10H Battery life %Tj'r;g)‘ayb“k time (50% 10H
VN Music playback time (50%
SHRIEWES ) (SO, L i
gﬁﬁ)ﬂ) ) (SOVEMR HERE gy, volume, with use of charging |55H
case)
- EHEhAR 45mAh . Earbud 45mAh
BEE Battery capaci
TEEELAR 500mAh pattery capactty Charging case 500mAh
PER BB E 5VDC Standard charging voltage 5VDC
PR B R 80mA Charging parameters Standard charging current 80mA
% ki S
HELSH FEER R AR 1H (Earbud) Charging time 1H
Fe B B S 5V+0.25V Charging voltage range 5V+0.25V
PAEFRBEE 5VDC Standard charging voltage 5VDC
IREFREER USB: 370mA J4: 250mA Standard charging current USB: 370mA 4k 250mA
REEXESH TR 25H Charging parameters (Chargi[Charging time 25H
FREETE 5V+0.25V Charging voltage range 5V+0.25V
FTHiEQ Typc-C Charging port Typc-C
THERE -20 ~55°C Working temperature -20 ~55°C
THRE FHEE -20~80°C Working environment Storage temperature -20 ~80°C
AR E 5 ~ 95%RH Relative humidit: 5~ 95%RH
FIEES 6mm-+1ImmXaN &l Speaker Type 6mm-+1ImmNFNE
BRI\ AR 32Q0+15% mpedance (Q) 32Q+15%
BRIV A HATE 5mwW nput Power (MAX) 5mwW
SRER 20Hz~40KHz Frequency range 20Hz~40KHz
LIEN REUE(dB/mW) Sensitivity (Headset) | 102 + 3dB Speaker Sensitivity (dB/mW) 102 + 3dB
REE <3% THD <3%
FE(dB) <3dB Channel difference (dB) <3dB
z%?;f’“g (EN50332-2) 95dB Sound Pressure Level (Max) 95dB
pE3Y MEMS Microphone Microphone type MEMS Microphone
EETERE Z3EmOmni-directional Directivit £ FE T Omni-directional
RIFUE (dBV/Pa) -11+©/-4dB Sensitivity (dBV/Pa) -11+®/-4dB
ERX, B0 (Hz) 100Hz~10KHz Microphone Frequency range (Hz) 100Hz~10KHz
T EeE (V) DC1.6~3.6V Operation Voltage Range (V) DC1.6~3.6
B Son <300uA Current consumption (uA) <300uA
[TA 63dB(A) S/N Ratio 63dB(A)
BrKER IPX5 Waterproof Rate 1PX5
FTHREXR Tap Control Button type Tap Control
BANEHRNER () 539 Single earbud weight (g) 53g
= Total weight (including
BYER (SR8 i
PERRT = Specifications charging case)
EHLRT 26.02%21.75%34.63mm Earbud dimensions 26.02%21.75+34.63mm
FEERT 51.09%59.19+29.3mm Charging case dimensions 51.09%59.19%29.3mm
BERS Package dimensions
BENE ERR Packaging specifications Carton dimensions
KR Quantity per carton




