
826D

Basic Functions Range

AC Current 40A/400A/1000A

DC Current 40A/400A/1000A

AC Voltage 4V/40V/400V/750V

DC Voltage 400mV/4V/40V/400V/1000V

Resistor 400/4K/40K/400K/4M/40M

Temperature -20℃ - +750℃

Frequency
10Hz/100Hz/1000Hz/10KHz

100KHz/10MHz

Duty Cycle 0.1％-99.9％

Capacitance 5nF/50nF/500nF/5uF/50uF/200uF

Special Functions

Auto Ranging

NCV

Diode

Continuity Buzzer

Low Battery Display

Data Hold

Relative Data Hold

Auto/Manual Range Shift

Zero

Auto Power-off

Overload Protection

Sampling Frequency 3times/s

Max Display 3999

The Largest Open Distance

 of Clamp Mouth

General Characteristics

Product Colour Iron-gray and Orange

Product Net Weight Approx 274g

LCD Size 46×32mm

Product Size 245×90×33mm

Standard Individual Packing

Carton Size
265×140×46mm

Power 1X9V 6F22

Standard Accessories

Packing Carton、Handheld Bag、English

Manual、Testing Lead、Battery、

Temperature Probe

Standard Packing Quantity 30pcs

Standard Packing Carton Size 505×280×445mm

Standard Carton Gross Weight Approx 17kg
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