
Motorcycle Engine Lubricant Technical Specifications
Product Name: Synthetic 4T Motor Oil 10W-40

1. Performance Standards
o API Classification: SN/SP
o JASO Compliance: MA2 (JASO T903:2023)
o ISO Standards: ISO-L-EGD (for biodegradability)

2. Viscosity & Physical Properties
o SAE Grade: 10W-40
o Kinematic Viscosity:

 40°C: 72–100 mm²/s
 100°C: 14.6–18.2 mm²/s

o Viscosity Index: ≥150
o Flash Point (COC): ≥220°C
o Pour Point: ≤-30°C
o Density at 15°C: 0.880–0.885 g/cm³

3. Chemical Composition
o Sulfated Ash: ≤1.0%
o Total Base Number (TBN): 8.0–10.7 mg KOH/g
o Phosphorus/Sulfur Content: Optimized for catalytic converter compatibility
o Synthetic Base Oil Content: ≥50% (including regenerated oils)

4. Functional Advantages
o Enhanced shear stability for gear protection
o Low-friction formula for improved throttle response
o High-temperature film strength (up to 60 kgf load resistance)
o Anti-wear performance compliant with ASTM D4172/D5183
o Prevents clutch slippage (JASO MA2 friction characteristics)

5. Environmental & Safety




